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tested to work

18001-249 Outer Shell Jacket

breathable - wind- and waterproof - lightweight
MASCOT® ACCELERATE
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Main material/upper material

100% polyester
185 g/m?

EXEXAE

Ripstop.

* Breathable, wind and waterproof with taped seams.

In trial car t r 2
* Detachable lined hood with adjustable elastic drawstring. dustrial care category C

e The zip fastener has a double storm flap to provide extra

protection against bad weather. Certifications
¢ Ribbed cuffs to keep the cold out. @ EN343 3
3

6-431

* Elastic adjustment at the waist. Rl S X

* Extra visibility with the help of reflectors. «  OEKO-TEX® STANDARD 100
* EN3433-3-X

Technical info

Light fabric. Breathable, wind and waterproof. Taped seams. Logo
Detachable lined hood with adjustable drawstring. Fastening
with zip and double storm flap. Inner pocket with zip.
Detachable ID card holder. Chest pocket with a zip. Front
pockets with a zip. Adjustable elastic drawstring at waist. Rib
(hidden in storm flap) at cuffs. With print and reflectors.

You should choose a transfer that can be heated to a
maximum of 145 degrees when being printed onto the
product. Remember to check the washing instructions for the
chosen transfer before washing the product.

Logo placement:

User *  Workwear logo stretch. Left breast pocket. Max 9x5
cm/3.5x1.9 inches

*  Workwear logo stretch. Over left breast pocket. Max 9x3
cm/3.5x1.1 inches

* Workwear logo stretch. Right breast. Max 8x6 cm/3.1x2.3

inches
Workwear logo stretch. Mid-back. Max 28x20 cm/11x 7.8

inches

* Workwear logo. Special placement. Contact to discuss
further
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