
18509-442 Jacket

Stretch Zones
MASCOT® ACCELERATE

XS S M L XL 2XL 3XL

4XL

65% polyester/35% cotton
270 g/m²

Twill.

Industrial care category A1

Certifications

Logo
You should choose a transfer that can be heated at a
maximum of 145 degrees with consideration to print on the
product. Remember to check the washing instructions for the
chosen transfer before washing the product.

Logo placement:
• Workwear logo stretch. Left breast pocket. Max 9x5

cm/3.5x1.9 inches

• Workwear logo stretch. Over left breast pocket. Max 9x3
cm/3.5x1.1 inches

• Workwear logo stretch. Right breast. Max 8x6 cm/3.1x2.3
inches

• Workwear logo stretch. Mid-back. Max 25x18 cm/9.8x7
inches

• Workwear logo stretch. On the nape. Max 12x3
cm/4.7x1.1 inches

• Workwear logo stretch. Horizontal on right sleeve. Max
12x5 cm/4.7x1.9 inches

• Workwear logo. Special placement. Contact to discuss
further

• Modern, close fit with great freedom of movement.

• Many elastic inserts provide unique freedom of
movement.

• Fastening with zip and internal storm flap, so the wind is
kept out.

• Extra visibility with the help of reflectors.

• The product tolerates industrial washing.

Technical info
Stretch fabric on parts of the product. Combination of the
lightweight fabric quality 442 and ULTIMATE STRETCH in
fabric quality 511. Fastening with zip and internal storm flap.
Chest pocket with a zip. Detachable ID card holder. Front
pockets with a zip. Inner pockets. Press stud adjustment at
cuff and waist. With print and reflectors.
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